
MiVoice 5370 IP Phone 
The MiVoice 5370 IP Phone is suitable for heavy telephone users, such 

as call center agents. 

 
As a standard, 12 freely configurable keys are available for team, control and alarm functions. 

The MiVoice 5370 IP Phone can be equipped with a headset. Based on the DHSG standard, the headset can be used to 
control the volume, as well as to accept and clear down calls. 

Significantly reduced LAN (Local Area Network) cabling requirements thanks to an integrated mini switch. Using this 
mini-switch connection, additional network terminals (e.g. PC, printer) can directly be connected. All models can be 
powered via Power over Ethernet (PoE) or from an optional mains power supply adapter.  
 
The MiVoice 5370 IP Phone can easily be expanded with one additional keypad. 

Application areas 

 Advanced feature telephone 

 Key telephones, line keys 

Display elements 

 Indicator LEDs for optical call signalisation and waiting messages 

 Display (5 lines with ever 22 characters alpha) 

Operating controls 

 Navigation key 

 Foxkey 

 Call key 

 End key 



 Redial key 

 Phone book key 

 Loudspeaker key 

 Microphone key 

 Volume/cursor keys 

 Absence key with LED 

 Correction key 

 12 configurable keys 

Features 

 Call preparation 

 Name dialling 

 Suppression of the call number display 

 Call waiting 

 Brokering 

 Call list 

 Last number redial 

 Up to 350 entries in private telephone directory 

 Access to central telephone directory 

 Discreet call 

 Listening by loudspeaker 

 Hands-free operation 

 Conference Call 

 Voice Mail 

 Send / receive text messages 

 Private Call with PIN 

 Phone lock 

 Headset 

 Wall mounting possible 

Optional connections 

 Headset (DHSG) 

 1 expansion keypad MiVoice M530 (20 configurable keys) 

 1 expansion keypad MiVoice M535 (15 configurable keys) 

 Integrated mini-switch 10/100 Mbps 

 


